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CHAPTER 3
CLIMATE ZONES

SECTION 301
CLIMATE ZONES

301.1 General. Climate zones from Figure 301.1 or Table
301.1 shall be used in determining the applicable requirements
from Chapters 4 and 5. For Washington State Climate Zone 5
shall include all counties mot specifically designated as
Climate Zone 6. Climate Zone 6 shall include the counties of
Adams, Chelan, Douglas, Ferry, Grant, Kittitas, Lincoln,

Okanagan, Pend Oreille, Spokane, Stevens, and Whitman,
Locations not in Table 301.| Eoutsiae the United States) shall
be assigned a climate zore based on Section 301.3.

301.2 Warm humid counties, Warm humid counties are iden-
tified in Table 301.1 by an asterisk.
3013 International climate zones. The climate zowe for any

location outside the United States shall be determined by
applying Table 301.3(1) and then Table 301.3(2).
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CLIMATE ZONES

TABLE 3011

CLIMATE ZONES, MOISTURE REGIMES, AND WARM-HUMID DESIGNATIONS
BY STATE, COUNTY AND TERRITORY

Note: Table 301.1 in the 2006 edition has been replaced in its entirety. Margin lines are omitted for clarity.

Key: A — Moist, B — Dry, C — Marine. Absence of moisture designation indicates moisture regime is irrelevant.

Asterisk (*) indicates a warm-humid location.
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TABLE 301.1—continued
CLIMATE ZONES, MOISTURE REGIMES, AND WARM-HUMID DESIGNATIONS
BY STATE, COUNTY AND TERRITORY

{continued)

WASHINGTON
6B Adams

5B Asotin
- 5B Benton
AR (Chelan

5C Clallam
5C Clark

5B Columbia
5C Cowlitz
6B Douglas
6B Ferry

5B Franklin
5B Garfield
6B Grant

5C Grays Harbor
5C Island

5C Jefferson
5CKing

5C Kitsap
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6B Kittitas
5B Klickitat
5C Lewis

6B Lincoln
5C Mason

6B Okanogan
5C Pacific

6B Pend Oreille
5C Pierce

5C San Juan
5C Skagit

5B Skamania
5C Snohomish
6B Spokane

6B Stevens
5C Thurston

5C Wahkiakum
5B Walla Walla
5C Whatcom
6B Whitman
5B Yakima
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TABLE 301.1—continued
CLIMATE ZONES, MOISTURE REGIMES, AND WARM-HUMID DESIGNATIONS
BY STATE, COUNTY AND TERRITORY
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CLIMATE ZONES

TABLE 301.3{1)
INTERNATIONAL CLIMATE ZONE DEFINITIONS

MAJOR CLIMATE TYPE DEFINITIONS

warmest
six consecutive months of the year:

- 1. 67.F (19.4.C) or higher for 3,000 or more hours; or
2. 73.F (22.8-C) or higher for 1,500 or more hours

Warm-humid Definition—Moist (A) locations where either of the following wet-bulb temperature conditions shall occur during the

Pi,. 0,44, (TF - 19.3) tpem< 2.0 (TC + 7) in SI units]
where:

P, = Annual precipitation in inches (cm)
T = Annual mean temperature in °F°C)

Dry (B) Definition—Locations meeting the following criteria: Not marine and

Moist (A} Definition—Locations that are not marine and not dry.

For SI: °C = [(°F)-32}/1.8; | inch = 2.54 cm.

TABLE 301.3(2)
INTERNATIONAL CLIMATE ZONE DEFINITIONS

THERMAL CRITERIA
ZONE
NUMBER 1P Units $1 Units
1 ' 9000 < CDD50°F 5000 < CDD 10°C
2 6300 < CDD50°F . 9000 3500 < CDD10°C. 5000
4500 < CDD50°F. 6300 2500 < CDD 10°C- 3500
3A and 3B
AND HDD65°F. 5400 AND HDD18°C. 3000
CDD50°F. 4500 AND CDD10°C. 2500 AND
4A and 4B
an HDD65°F. 5400 HDD18°C. 3000
3C HDD65°F. 3600 HEDI18°C. 2000
4C 3600 < HDD65°F. 5400 2000 < HDD18°C. 3000
5 5400 < HDD65°F. 7200 3000 < HDD18°C. 4000
6 7200 < HDD65°F . 9000 4000 < HDD18°C. 5000
7 9000 < HDD65°F. 12600 5000 < HDD1§°C. 7000
8 12600 < HDD§5°F 7000 < [IDD18°C
For SI: °C = [(°F)-32)/L.8

SECTION 302
DESIGN CONDITIONS

302.1 Interior design conditions. The interior design temper-
atures used for heating and cooling load calculations shall be a
maximum of 72°F (22°C) for heating and minimum of 75°F
(24°C) for cooling.

SECTION 303
MATERIALS, SYSTEMS AND EQUIPMENT

303.1 Identification. Materials, systems and equipment shall
be identified in a manner that will allow a determination of
compliance with the applicable provisions of this code,

303.1.1 Building thermal envelope insulation. An R-value
identification mark shall be applied by the manufacturer to
each piece of building thermal envelope insulation 12
inches (303 mm) or greater in width. Alternately, the insula-
tion installers shall provide a certification listing the type,

17

manufacturer and R-value of insulation installed in each ele
ment of the building thermal envelope. For blown or

sprayed insulation (fiberglass and cellulose), the initial
installed thickness, settled thickness, settled R-value,
installed density, coverage area and number of bags
installed shall be listed on the certification. For sprayed
polyurethane foam (SPF) insulation, the installed thickness

of the areas covered and R-value of installed thickness shall

be listed on the certification. The insulation installer shall
sign, date and post the certification in a conspicuous loca-
tion on the job site. '

303.1.1.1 Blown or sprayed roof/ceiling insulation.

The thickness of blown-in or sprayed roof/ceiling insula-

tion (fiberglass or cellulose) shall be written in inches

(mm) on markers that are installed at least one for every
300 square feet (28 m*) throughout the attic space. The

markers shall be affixed to the trusses or joists and

marked with the minimum initial installed thickness with

numbers a minimum of 1 inch (25 mm)} in height. Each

2009 INTERNATIONAL ENERGY CONSERVATION CODE®




CLIMATE ZONES

marker shall face the attic access opening. Spray poly-
urethane foam thickness and installed R-value shall be

listed on certification provided by the insulation installer.

303.1.2 Insulation mark installation. Insulating materials
shall be installed such that the manufacturer’s R-value mark
is readily observable upon inspection.

303.1.3 Fenestration product rating. UMfactors of fenes-
tration products (windows, doors and skylights) shall be
determined in accordance with NFRC 100 by an accredited,
independent laboratory, and labeled and certified by the
manufacturer. Products lacking such a labeled U-factor
shall be assigned a default U-factor from Table 303.1.3(1)
or 303.1.3(2). The solar heat gain coefficient (SHGC) of
glazed fenestration products (windows, glazed doors and
skylights) shall be determined in accordance with NFRC
200 by an accredited, independent laboratory, and labeled
and certified by the manufacturer. Products lacking such a
labeled SHGC shall be assigned a default SHGC from Table
303.1.3(3).

303.1.3.1 Small Business Compliance Default TFable.
Glazing fenestration manufactured by companies meeting the
small business classification requirements of the Washington
State Department of Revenue are permitted to demonstrate
compliance by Table 303.1.3(4)

TABLE 303.1.3(1)
DEFAULT GLAZED FENESTRATION L-FACTOR

SKYLIGHT
SINGLE | DOUBLE ——
FRAME TYPE PANE | PANE | Single | Double
Metal 1.20 | 0.80 2.00 1.30

Metal with Thermal Break 110 0.65 1.90 1.1¢

Nonmetal or Metal Clad 0.95 0.55 1.75 105

Glazed Block 0.60

TABLE 303.1.3(2)

DEFAULT DOOR (/FACTORS
DOOR TYPE U-FACTOR

Uninsulated Metal 1.20
Insulated Metal 0.60
Wood 0.50
Insulated, nonmetal edge, max 45% glazing,

. 0.35
any glazing double pane

TABLE 303.1.3(3)
DEFAULT GLAZED FENESTRATION SHGC

SINGLE GLAZED DOUBLE GLLAZED
Clear Tinted Clear Tinted GLAZED BLOCK
0.8 0.7 0.7 0.6 0.6

18

303. 1.4 Insulation product rating. The thermal resistance
(R-value) of insulation shall be determined in accordance
with the U.S. Federal Trade Commission R-value rule (CFR
Title 16, Part 460, May 31, 2005) in units of h .ft>.°F/Btu
at a mean temperature of 75°F (24°C).

303.2 Installation. All materials, systems and equipment shall
be installed in accordance with the manufacturer’s installation
instructions and the Infernational Building Code.

303.2.1 Protection of exposed foundation insulation.
Insulation applied to the exterior of basement walls, crawl-
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space walls and the perimeter of slab-on-grade floors shall
have a rigid, opaque and weather-resistant protective cover-
ing to prevent the degradation of the insulation’s thermal
performance. The protective covering shall cover the
exposed exterior insulation and extend a minimum of 6
inches (153 mm} below grade.

303.3 Maintenance information, Maintenance instructions
shall be furnished for equipment and systems that require pre-
ventive maintenance. Required regular maintenance actions
shall be clearly stated and incorporated on a readily accessible
label. The label shall include the title or publication number for
the operation and maintenance manual for that particular
model and type of product.

19
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CHAPTER 4
RESIDENTIAL ENERGY EFFICIENCY

SECTION 401
GENERAL

401.1 Scope. This chapter applies to residential buildings.

401.2 Compliance. Projects shall comply with Sections 401,
402.4, 402.5, and 403.1, 403.2.2, 403.2.3, and 403.3 through
403.9 (referred to as the mandatory provisions) and either:

1. Sections 402.1 through 402.3, 403.2.1 and 404.1 (pre-
scriptive); or

2. Section 405 (performance).

401.3 Certificate. A permanent certificate shall be posted on or
in the electrical distribution panel, The certificate shall not cover
or obstruct the visibility of the cireuit directory label, service dis-
connect label or other required labels. The certificate shall be
completed by the builder or registered design professional. The
certificate shall list the predominant R-values of insulation
installed in or on ceiling/roof, walls, foundation (slab, basement
wall, crawlspace wall and/or floor) and ducts outside condi-
tioned spaces; U-factors for fenestration and the solar heat gain
coeffictent (SHGC) of fenestration, Where there is more than one
value for each component, the certificate shall list the value cover-
ing the largest area. The certificate shall list the types and efficien-

cies of heating, cooling and service water heating equipment.
Where a gas-fired unvented room heater, electric furnace, or base-
board electric heater is installed in the residence, the certificate
shall list “gas-fired unvented room heater,” “electric fumace™ or

. “baseboard electric heater,” as appropriate. An efficiency shall not

be listed for gas-fired unvented room heaters, electric furnaces or
electric baseboard heaters. In addition to the types and
efficiencies of the HVAC equipment forced air distribution
systems shall list the design airflow, the available static
pressure, the total effective duct length and the friction rate
used in the duct design procedure for the installed equipment,

SECTION 402
BUILDING THERMAL ENVELOPE

402.1 General (Prescriptive).

402.1.1 Insulation and fenestration criteria. The building

thermal envelope shall meet the requirements of Table
402.1.1 based on the climate zore specified in Chapter 3,

402,12 R-value computation. Insulation material used in
layers, such as framing cavity insulation and insulating
sheathm%, shall be summed o compute the component
R-value. The manufacturer’s settled R-value shall be used

for blown insulation. Computed R-values shall not include
an R-value for other building materials or air films.

TABLE 402.1.1
INSULATION AND FENESTRATION REQUIREMENTS BY COMPONENT®

. CRAWL
GLAZED wooD MASSH BASEMENT{ SLAB® SPACE®
CLIMATE | FENESTRATION | SKYUGHT' | FENESTRATION | CEILING' | FRAMEWALL | WALL ;| FLOOR WALL | RVALUE | WALL
ZONE UFACTOREE | (-FACTOR SHGCo, » RVALUE| RVALUE |RVALUE| RVALUE | R-VALUE | & DEPTH | RVALLE
1 1.2 Q.75 0.30 30 13 3/4 13 0 0 H
2 0.65; 0.75 0.30 30 13 4/6 13 0 0 0
3 0.50; 0.65 0.30 30 13 5/8 19 5/13" 0 5/13
4 except 0.35 0.60 NR 38 13 5/10 19 10/13 | 10,2#% | 1013
Marine
5 and 49 or . 30z0or | 1043
| Marine 4 8350.34,, 060 0.55 NR 18 ADV 21 ord3 15+5% 13/17 5143.5 | 15/21 10,2 fi 10/13
49 or h 30g0r 1548
6 835 0.34,, 060 0.55 NR 38 ADV 21 or 13 15+5 15/19 51+3.5 | 15021 10,4 fi 10/13
7and § 0.35 0.60 NR 49 21 19721 38: 15/19 10,4 ft 10/13

For SI: 1 foot = 304.8 mm.

a. R-values are minimums. U-factors and SHGC are maximuras. R-19 batts compressed info a nominal 2 x 6 framing cavity such that the R-value is reduced by R-1 or
more shall be marked with the compressed batt R-value in addition to the fuil thickness R-value.
b. The fenestration U-factor column excludes skylights. The SHGC column applies to all glazed fenestration.

C.

Fmom o

i
1.

“15/19” means R-15 continuous insulated sheathing on the interior or exterior of the home or R-19 cavity insulation at the interior of the basement wall.
=13/19” shall be permittedto be metwithR-13 cavity insulationonthe interiorof thebasementwall plus R-5 continuous insulated sheathing onthe
interiororexteriorof the home. “10/13” means R-10 continuous insulated sheathing on the interiororexteriorof thehome orR-13 cavity insulaticn atthe interioro
the basementwall.

R-5 shall be added to the required slab cdge R-values for heated slabs. Insulation depth shall be the depth of the feoting or 2 feet, whichever is less in Zones 1

through 3 for heated slabas.

There are no SHGC requirements in the Marine Zone.

Basement wall insulation is not required in warm-humid locations as defined by Figure 301.1 and Table 301.1.

Or insulation sufficient to fill the framing cavity, B39 21 minimom-—Plus-R3.S-continuous _insulation.

“13 15+5” means R-13 cavity insulation plus R-5 insulated sheathing continuoys insulation. mactural sheathing cove percent-ortess—ofthe-axterior;

The second R-value applies when more than half the insulation is on the interior of the mass wall,
For impact rated fenestration complying with Section R301.2.1.2 of the International Residential Code or Section 1608.1 .2 of the International Building
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Code, the
maximum U-factor shall be 0.75 in Zone 2 and 0.65 in Zone 3.
m. For door fenestration the U-Facter shall be no greater than 0.20.

n. Glazed fenestration is limited to 15% maximwm area as a ratio of glazing area to the building floor area. When the Tatal UA Alternative of Section 402.1.4 is
selected as the compliance method the target building shall assume a maximum of 15% glazed fenestration area. If the requirements of Section 402.1.4 can not be
met the provisions of Section 405 for Simnlated Performance Alternate shall be permitted to be used.

0. A U-factor of 0.34 is allowed for glazed fenestration manufactured by companies meeting the small business classification requiremments of the Washington State
Dept. of Revenue.

p. A minimum of R-15 cavity insulation is pennitted where the glazing area is equal to or less than 10% of the conditioned floor area.
q. Where intermediate framed walls are used the permitted area of glazed fenegtration can be increased to 26% of the conditioned floor area if 0.30 U-Factor

windows are used.

1. Glazed fenestration area can be increased from 15% up to 21% maximum area ratio of glazing area to floor area if glazed fenestration U-Factor of 0.32 is used.
s, Craw] space wall insulation is not required where the requirements for floor R-Values are met.

t. For R-49 ceiling insulation, to the maximum extent possible, insulation shall extend over the full component area to the intended R-value,

u. Log and timber walls shall be permitted to be a minimum of 3.5 inches in cross section.




RESIDENTIAL ENERGY EFFICIENCY

TABLE 4021.3
EQUIVALENT L-FACTORS?

CRAWL

FRAME BASEMENT SPACE
CLIMATE FENESTRATION SKYLIGHT CEILING WALL MASS WALL FLOOR WALL WALL c
ZONE U-FACTOR U-FACTOR | U-FACTOR ; U-FACTOR UFACTICR® U-FACTOR | UFACTOR' U-FACTOR

1 1.20 0.75 0.035 0.082 0.197 0.064 0.360 0.477

2 0.65 0.75 0.035 0.082 0.165 0.064 0.360 0.477

3 0.50 0.65 0.035 0.082 0.141 0.047 0.091° 0.136

4 except Marine 0.35 0.60 0.030 0.082 " 0.141 0.047 0.059 0.065

5 and Maring 4 035034 0.60 0.55 0.03026 0.057 0.082 0.033 0.059 0.050 0.065

6 0.350.34 0.60 0.55 0.026 0.057 0.060 0.033 0.050 0.065

7and 8 0.35 0.60 0.026 0.057 0.057 0.028 0.050 0.065

a. Nonfenestration U-factors shall be cbtained from measurement, calculation or an approved source.

b. Whenmore than half theinsulation is onthe interior, themass wall {-factors shall be a maximum of (.17 inZone 1,0.14 inZone 2,0.12 in Zone 3,0.1¢ in
Zone 4
except Marine, and the same as the frame wall Usfactor in Marine Zone 4 and Zenes 5 through 8.

c. Basement wall U-factor of 0.360 in warm-humid locations as defined by Figure 301.1 and Table 301.2.

d. Foundation U-factor requirements shown in Table 402.1.3 include wall construction and interior air films but exc¢lude soil conductivity and exterior air
films. U-factors for determining code compliance in accordance with Section 402.1.4 (totalUA alternative) of Section 405 (Simulated Perfonmance Alternative) shall

be modified to include soil conductivity and exterior air films.

402.1.3 U-factor alternative. An assembly with a U-factor
equal to or less than that specified in Table 402.1.3 shall be
permitted as an altemative to the R-value in Table 402.1.1.

402.1.4 Total UA alternative. If the total building thermal
envelope UA for the proposed building (sum of U-factor
times assembly area) is less

than or equal to the total UA resulting from using the U-fac-
tors in Table 402.1.3 for the target building (multipiied by the
same assembly area as in the proposed building), the
building shall be considered in compliance with Table
402.1.1. The UA calculation shall be done using Appendix R
or a method consistent with the ASHRAE Hendbook of
Fundamentals and shall include the thermal bridging effects
of framing materials. The SHGC requirements shall be met
in addition to UA compliance.

402.2 Specific insulation requirements (Prescriptive).
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402.2.1 Ceilings with attic spaces. When Section 402.1.1
would require R-38 in the ceiling, R-30 shall be deemed to
satisfy the requirement for R-38 wherever the full height of
uncompressed R-30 insulation extends over the wall top
plate at the eaves. Similarly, R-38 shall be deemed to satisfy
the requirement for R-49 wherever the full height of uncom-
pressed R-38 insulation extends over the wall top plate af the
eaves. This reduction shall not apply to the U-factor alterna-
tive approach in Section 402.1.3 and the total UA. alternative
in Section 402.1.4.

402.2.2 Ceilings without attic spaces. Where Section
402.1.1 would require insulation levels above R-30 and the
design of the roof/ceiling assembly does not allow sufficient
space for the required insulation, the minimum required
insulation for such rooffceiling assemblies shall be R-30.
This reduction of insulation from the requirements of Sec-
tion 402.1.1 shatl be limited to 500 square feet (46 m®) or 20

percent of the total insulated ceiling area, whichever is less.
This reduction shall not apply to the U-factor alternative
approach in Section 402.1.3 and the total UA altemnative in
Section 402.1.4.

402.2.3 Access hatches and doors. Access doors from con-
ditioned spaces to unconditioned spaces (e.g., attics and
crawl spaces) shall be weatherstripped and insulated to a
level equivalent to the insulation on the surrounding sur-
faces. Access shall be provided to all equipment that pre-
vents damaging or compressing the insulation. A wood
framed or equivalent baffle or retainer is required to be pro-
vided when loose fill insulation is installed, the purpose of
which is to prevent the loose fill insulation from spilling into
the living space when the attic access is opened, and to pro-
vide a permanent means of maintaining the installed
R-value of the loose fill insulation.

402.2.4 Mass walls. Mass walls for the purposes of this
chapter shall be considered above-grade walls of concrete
block, concrete, insulated concrete form (ICF), masonry
cavity, brick {(other than brick veneer), earth (adobe, com-
pressed earth block, rammed earth) and solid timber/logs.

402.2.5 Steel-frame ceilings, walls, and floors. Steel-
frame ceilings, walls and floors shall meet the insulation
requirements of Table 402.2.5 or shali meet the U-factor
requirements in Table 402.1.3. The caleulation of the U-fac-
tor for a steel-frame envelope assembly shall use a
series-parallel path calculation method.

Exception: In Climate Zones 1 and 2, the continuous
insulation requirements in Table 402.2.4 shall be permit-
ted to be reduced to R-3 for steel frame wall assemblies
with studs spaced at 24 inches (610 mm) on center.
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STEEL-FRAME CEILING, WALL AND FLOOR INSULATION

TABLE 402.2.5

fastened to the wall and extend downward from the floor to
the finished grade level and then vertically and/or horizon-

(R-VALUE) tally for at least an additional 24 inches (610 mm). Exposed
w%?\?AT_ﬁME COLD-FORMED STEEL earth in unvented crawl space foundations shall be covered
REQUIREMENT EQUIVALENT R-VALUE® with a continuous Class I vapor retarder. All joints of the

Steel Truss Ceilings” vapor retarder shall overlap by 6 inches (153 mm) and be
R-30 R-38% or R-30 + 3 or R26 + 5 sealed or taped. The edges of the vapor retarder shall extend
R-38 RA9 or R38 + 3 at least 6 inches (153 mm) up the stem wall and shall be
attached to the stem wall.
R-49 R-38+5
Steel Joist Ceilings® 402.2.10 Masonry veneer. Insulation shall not be required
30 R-38 in 2.4 or 2.6 or 2.8 ;o;xa Stilue horizontal portion of the foundation that supports a
R-49 in any framing Iy veneer.
R-38 R-49 in 2.4 or 2.6 or 2.8 or 2.10 402.2.11 Thermally isolated sunrcom insulation. The
Steel-Framed Walt minimum ceiling insulation R-values shall be R- 19 in Zones
R-13 R-13+50rR-15+40orR-21+30orR-0+ 10 1 thl’Ongh 4 and R-24 iIl Zones 5 through 8. The minimum
wall R-value shall be R-13 in all zones. New wall(s) separat-
R-19 RIS +9orR19 1 8orR25 +7 ing a sunroom from conditioned space shall meet(the build-
R-21 R-13+100rR-19+9 or R-25 + 8 ing thermal envelope requirements.
Sk S 402.3 Fenestration. (Prescriptive),
R-13 R-19+6in2.8 or 2.10 402.3.1 U-factor, An area-weighted average of fenestration
R19+6in2.6 products shall be permitted to satisfy the U-factor require-
R-19 R-19+ 12 in 2.8 or 2,10 ments.

462.3.2 Glazed fenestration SHGC. An area-weighted
average of fenestration products more than 50 percent
glazed shall be permitted to satisfy the SHGC requirements.

a, Cavity insulation R-value is listed first, followed by continuous insulation
R-value, '

b. Insulation exceeding the height of the framing shall cover the framing.

402.2.6 Floors. Floor insulation shall be installed to main-

tain permanent contact with the underside of the subfloor’

decking. Foundation ventilation shall not prevent the full
insulation value from being installed for the required floor
insulation R-value.

402.2."7 Basement walls. Walls associated with conditioned

basements shall be insulated from the top of the basement
wall down to 10 feet (3048 mm) below grade or to the base-
ment floor, whichever is less. Walls associated with uncon-
ditioned basements shall meet this requirement unless the
floor overhead is insulated in accordance with Sections
402.1.1 and 402.2.6. :

402.2.8 Stab-on-grade floors. Slab-on-grade floors with a
floor surface less than 32 48 inches (305 mm) below
grade shall be insulated in accordance with Table 402.1.1.
The insulation shall extend downward from the top of the
stab on the outside or inside of the foundation wall.
Insulation located below grade shali be extended the
distance provided in Table 402.1.1 by any combination of
vertical insulation, insulation extending under the slab or
insulation extending out from the building. Insulation
extending away from the building shall be protected by
pavement or by a minimum of 10 inches (254 mm) of soil.
The top edge of the insulation installed between the exterior
wall and the edge of the interior slab shall be permitted to be
cut at a 45-degree (0.79 rad) angle away from the exterior
wall. Slab-edge insulation is not required in jurisdictions
designated by the code official as having a very heavy
termite infestation.

402.2.9 Crawl space walls, As an alternative to insulating
floors over crawl spaces, crawl] space walls shall be permitted
to be insulated when the crawl space is not vented to the
outside. Crawl space wall insulation shall be permanently

2009 INTERNATIONAL ENERGY CONSERVATION CODE®

402,3.3 Glazed fenestration exemption, Up to 15 square
feet (1.4 m®) of glazed fenestration per dwelling unit shall be
permitted to be exempt from U-factor and SHGC require-
ments in Section 402.1.1. This exemption shall not apply to
the U-factor alternative approach in Section 402,1.3 and the
Total UA alternative in Section 402.1.4.

402.3.4 Opaque door exemption. One side-hinged opaque
door assembly up to 24 square feet (2.22 m°) in area is
exempted from the [-factor requirement in Section 402.1.1,
This exemption shall not apply to the U-factor alternative
approach in Section 402.1.3 and the total UA alternative in
Section 402.1.4.

402.3.5 Thermally isolated sunroom U-factor, For Zones
4 through 8, the maximum fenestration U-factor shall be
0.50 and the maximum skylight U-factor shall be 0,75, New
windows and doors separating the sunroor from condi-
tioned space shall meet the building thermal envelope
requirements.

402.3.6 Replacement fenestration. Where some or all of
an existing fenestration unit is replaced with a new fenestra-
tion product, including sash and glazing, the replacement
fenestration unit shall meet the applicable requirements for’
U-factor and SHGC in Table 402.1.1.

402.4 Air leakage (Mandatory).

402.4.1 Building thermal envelope. The building thermal
envelope shall be durably sealed to limit infiltration. The
sealing methods between dissimilar materials shall allow
for differential expansion and contraction. The following
shall be caulked, gasketed, weatherstripped or otherwise
sealed with an air barrier material, suitable film or solid
material:

23
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1. All joints, seams and penetrations.

24
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2. Site-built windows, doors and skylights.

3. Openings between window and door assemblies and
their respective jambs and framing.

4. Utility penetrations,

5. Dropped ceilings or chases adjacent to the thermal
envelope.
6. Knee walls.

7. Walls and ceilings separating a garage from condi-
tioned spaces.

8. Behind tubs and showers on exterior walls.

9. Common walls between dwelling units.

10. Attic access openings.
11. Rim joist junction.
12. Other sources of infiltration.

402,42 Air sealing and insulation. Building envelope air
tightness and insulation installation shall be demonstrated
to comply with one of the following options given by Sec-
tion 402.4.2.1 or 402.4.2.2;

402.4.2.1 Testing option. Building envelope tightness
and insulation installation shall be considered acceptable
when tested air leakage is less than seven air changes per
hour (ACH) when tested with a blower door at a pressure
of 33.5 psf (50 Pa). Testing shall occur after rough in and
after installation of penetrations of the building enve-

lope, including penetrations for utilities, plumbing, elec-

trical, ventilation and combustion appliances.
During testing: _
1. Exterior windows and doors, fireplace and stove
doors shall be closed, but not sealed;

2. Dampers shall be closed, but not sealed, including
exhaust, intake, makeup air, backdraft and flue
dampers;

3. Interior doors shall be open;

4. Exterior openings for continuous ventilation sys-

tems and heat recovery ventilators shall be closed
and sealed;

5. Heating and cooling system(s) shall be turned off;
6. HVAC ducts shall not be sealed; and

7. Supply and return registers shall not be sealed.

402.4.2.2 Visual inspection option. Building envelope
tightness and insulation installation shall be considered
acceptable when the items listed in Table 402.4.2, appli-
cable to the method of construction, are field verified.
Where required by the code official, an approved party
independent from the installer of the insulation shall
inspect the air barrier and insulation.

402.4.3 Fireplaces. New wood-burning fireplaces shali
have gasketed doors and outdoor combustion air.

402.4.4 Fenestration air leakage. Windows, skylights and
sliding glass doors shall have an air infiltration rate of no
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more than 0.3 ¢fm per square foot (1.5 L/s/m”), and swinging
doors no more than 0.5 cfin per square foot (2.6 L/s/m”), when
tested according to NFRC 400 or AAMA/WDMA/ CSA
101/1.5.2/A440 by an accredited, independent laboratory
and listed and labeled by the manufacturer.

Exceptions: Site-built windows, skylights and doors.

402.4.5 Recessed lighting. Recessed luminaires mstalled in
the building thermal envelope shall be sealed to limit air
leakage between conditioned and unconditioned spaces. All
recessed luminaires shall be IC-rated and labeled as meet-
ing ASTM E 283 when tested at 1.57 psf (75 Pa) pressure
differential with no more than 2.0 cfm (0.944 L/s) of air
movement from the conditioned space to the ceiling cavity.
All recessed luminaires shall be sealed with a gasket or
caulk between the housing and the interior wall or ceiling
covering.

402.5 Maximum fenestration U-factor and SHGC (Manda-
tory). The area-weighted average maximum fenestration
U-factor permitted using trade-offs from Section 402.1.4 or
404 shall be 0.48 in Zones 4 and 5 and 0.40 in Zones 6 through
8 for vertical fenestration, and 0.75 in Zones 4 through 8 for
skylights. The area-weighted average maximum fenestration
SHGC permitted using trade-offs from Section 405 in Zones 1

through 3 shall be 0.50.

SECTION 403
SYSTEMS

403.1 Controls (Mandatory). At least one thermostat shall be
provided for each separate heating and cooling system.

403.1.1 Programmable thermostat. Where the primary
heating system is a forced-air furnace, at least one thermo-
stat per dwelling unit shall be capable of controlling the
heating and cooling system on a daily schedule to maintain
different temperature set points at different times of the day.
This thermostat shall include the capability to set back or
temporarily operate the system to maintain zone tempera-
tures down to 55°F (13°C) or up to 85°F (29°C). The ther-
mostat shall initially be programmed with a heating
temperature set point no higher than 70°F (2 1°C) and a
cooling temperature set point no lower than 78°F (26°C).

403.1.2 Heat pump supplementary heat (Mandatory).
Heat pumps having supplementary electric-resistance heat
shall have controls that, except during defrost, prevent sup-
plemental heat operation when the heat pump compressor
can meet the heating load.

403.2 Ducts.

403.2.1 Insulation (Prescriptive). Supply ducts in aftics
and in unconditioned crawlspaces shall be insulated to a
minimum of R-8. All other ducts shall be insulated to a
minimum of R-6.

Exception: Ducts or portibns thereof located completely
inside the building thermal envelope.

403.2.2 Sealing (Mandatory). All ducts, air handlers, filter
boxes and building cavities used as ducts shall be sealed.
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Joints and seams shall comply with Section M1601 .4.1 of
the International Residential Code,

Duct tightness shall be verified by either of the following:

1. Postconstruction test: Leakage to outdoors shall be
less than or equat to 8 cfm (226.5 L/min) per 100 f
(9.29 m®) of conditioned floor area or a total leakage
less than or equal to 12 efim (12 L/min) per 100 ft?
(9.29 m®) of conditioned floor areq when tested at a
pressure differential of 0.1 inches w.g. (25 Pa) across

2. Rough-in test: Total leakage shall be less than or

equal to 6 cfin (169.9 L/min) per 100 f* (9.29 m®) of
conditioned floor area when tested at a pressure dif-
ferential of 0.1 inches w.g. {25 Pa) across the roughed
in system, including the manufacturer’s air handler
enclosure. All register boots shall be taped or other-
wise sealed during the test. If the air handler is not
instalied at the time of the test, total leakage shall be
less than or equal to 4 cfm (113.3 L/min) per 100
(9.29 m?) of conditioned floor area.

the entire system, including the manufacturer’s air
handler enclosure. All register boots shall be taped or

otherwise sealed during the test.

Exceptions: 1. Duct tightness test is not required if the air
handler and all ducts are located within conditioned
space.. 2. Duct tightness can be verified by sampling when

approved by the code official.

TABLE 402.4.2

COMPONENT

AIR BARRIER AND INSULATION INSPECTION COMPONENT CRITERIA

CRITERIA

Air barrier and thermal barrier

Exterior thermal envelope insulation for framed walls is installed in substantial contact
and continuous alignment with building envelope air barrier.

Breaks or joints in the air barrier are filled or repaired.

Air-permeable insulation is not used as a sealing material.

Air-permeable insulation is inside of an air barrier.

Air barrier in any drof:ped ceiling/soffit is substantially aligned with insulation and any

Ceiling/attic’ gaps are sealed.
Attic access (except unvented attic), knee wall door, or drop down stair is sealed.
Corners and headers are insulated.

Woa 1l s oy o L et 0o n of foundation and sill plate is sealed.

Space between window/door jambs and framing is sealed.

Windows and doors

Rim joists

Rim joists are insulated and include an air barrier.

Floors
(including above-garage and cantilevered floors}

Ingulation is installed to maintain permanent contact with underside of subfleor decking.
Air barrier is installed at any exposed edge of insulation.

Crawl space walls

{nsulation is permanently attached to walls.
Exposed earth in unvented crawl spaces is covered with Class I vapor retarder with
overlapping joints taped.

Shafts, penerraiions

Duct shafts, utility penetrations, knee walls and flue shafts opening to exterior or
unconditioned space are sealed.

I Narrow cavities

Batts in narrow cavities are cut to fit, or narrow cavities are filled by sprayed/blown
insulation.

Garage separation

Alir sealing is provided between the garage and conditioned spaces.

Recessed 'sttios

Recessed light fixtures are air tight, IC rated, and sealed to drywall.
Exception—{fixtures in conditioned space.

Plumbing and *""g

Insulation is placed between outside and pipes. Batt insulation is cut to fit around wiring
and plumbing, or sprayed/blown insulation extends behind piping and wiring.

Shower/tub on exterior wall

Showers and tubs on exterior walls have insulation and an air barrier separating them
from the exterior wall.

Electrical/phone box on exterior walls

Air barrier extends behind boxes or air sealed-type boxes are installed.

Common wall

Air barrier is installed in common wall between dwelling units.

HVAC register boots

HVAC register boots that penetrate building envelope are sealed to subfloor or drywall.

Fireplace

Fireplace walls include an air barrier.
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403.2.3 Building cavities (Mandatory). Building framing
cavities shall not be used as supply ducts,

403.2.4 Duct Design. Forced air heating and cooling
equipment shall use the duct design procedures of ACCA

manual D. _
403.3 Mechanical system piping insulation (Mandatory}.
Mechanical system piping capable of carrying fluids above
105°F (41°C) or below 55°F (13°C) shall be insulated to a min-
tmum of R-3.

403.4 Circulating hot water systems (Mandatory). All cir-
culating service hot water piping shall be insulated to at least
R-2. Circulating hot water systems shall include an automatic
or readily accessible manual switch that can turn off the hot-
water circulating pump when the system is not in use.

403.5 Mechanical ventilation (Mandatory). Outdoor air
intakes and exhausts shall have automatic or gravity dampers
that close when the ventilation system is not operating.

403.6 Equipment sizing (Mandatory). Heating and cooling
equipment shall be sized in accordance with Section M1401.3
of the International Residential Code using ACCA manual J
to determine the loads and ACCA manual S for system size

selection.

403.7 Systems serving multiple dwelling wnits (Maadatory),
Systems serving multiple dwelling units shall comply with Sec-
tions 503 and 504 in lieu of Section 403.

403.8 Snow melt system controls (Mandatory). Snow- and
ice-melting systems, supplied through energy service to the
building, shall include automatic controls capable of shutting
off the system when the pavement temperature is above 50°F,
and no precipitation is falling and an automatic or manual con-
trol that will allow shutoff when the outdoor temperature is
above 40°F.

403.9 Pools (Mandatory). Pools shall be provided with

energy-conserving measures in accordance with Sections -

403.9.1 through 403.9.3.

403.9.1 Pool heaters. All pool heaters shall be equipped
with a readily accessible on-off switch to allow shutting off
the heater without adjusting the thermostat setting. Pool
heaters fired by natural gas shall not have continuously
burning pilot lights.

403.9.2 Time switches. Time switches that can automati-
cally turn off and on heaters and pumps according to a preset
schedule shall be installed on swimming pool heaters and
pumps.
Exceptions:
1. Where public health standards require 24-hour
puinp operation,

2. Where pumps are required to operate solar- and
wasle-heat-recovery pool heating systems.

403.9.3 Pool covers. Heated pools shall be equipped with a
vapor-retardant pool cover on or at the water surface. Pools
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heated to more than 90°F {32°C) shall have a pool cover
with a minimum insulation value of R-12,

Exception: Pools deriving over 60 percent of the energy
for heating from site-recovered energy or solar energy
source.

SECTION 404
ELECTRICAL POWER AND LIGHTING SYSTEMS

404.1 Lighting equipment (Prescriptive), A minimum of 50
percent of the lamps in permanently installed lighting fixtures
shall be high-efficacy lamps.

Exception: Interior lighting power allowances shall be
permitted to be designed to 1.1 Wi,

SECTION 405
SIMULATED PERFCRMANCE ALTERNATIVE
{Performance)

405.1 Scope. This section establishes criteria for compliance
using simulated energy performance analysis. Such analysis
shall include heating, cooling, and service water heating
energy only.

405.2 Mandatory requirements. Compliance with this sec-
tion requires that the mandatory provisions identified in Sec-
tion 401.2 be met. All supply and return ducts not completely
inside the building thermal envelope shall be insulated to a
minimum of R-6.

405.3 Performance-based compliance, Compliance based on
simulated energy performance requires that a proposed resi-
dence (proposed design) be shown to have an annual energy
cost that is Iess than or equal to the annual energy cost of the
standard veference design. Energy prices shall be taken from a
source approved by the code official, such as the Department of
Energy, Energy Information Administration’s State Energy
Price and Expenditure Report. Code officials shall be permit-
ted to require time-of-use pricing in energy cost calculations.

Exception: The energy use based on source energy
expressed in Btu or Btu per square foot of conditionedfloor
area shall be permitted to be substituted for the energy cost.
The source energy muitiplier for electricity shall be 3,16,
The source energy multiplier for fuels other than elechicity
shall be 1.1.

405.4 Documentation.

405.4.1 Compliance software tools. Documentation veri-
fying that the methods and accuracy of the compliance soft-
ware tools conform to the provisions of this section shall be
provided to the code official.

405.4.2 Compliance report. Compliance software tools
shall generate a report that documents that the proposed
design complies with Section 405.3. The compliance docu-

mentation shall include the following information:

1. Address or other identification of the residence;

2. An inspection checklist documenting the building
component characteristics of the proposed design as
listed in Table 405.5.2(1). The inspection checklist
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shall show results for both the standard reference
design and the proposed design, and shall document
all inputs entered by the user necessary to reproduce
the results;

3. Name of individual completing the compliance
report; and

28

2009 INTERNATIONAL ENERGY CONSERVATION CODE®




RESIDENTIAL ENERGY EFFICIENCY

4. Name and version of the compliance software tool.

Exception: Multiple orientations. When an other-
wise identical building model is offered in multiple
orientations, compliance for any orientation shall
be permitted by documenting that the building
meets the performance requirements in each of the
four cardinal {north, east, south and west) orienta-
tions.

405.4.3 Additional documentation. The code official shall
be permitted to require the following documents:

1. Documentation of the building component character-
istics of the standard reference design.

2. A certification signed by the builder providing the
building component characteristics of the proposed
design as given in Table 405.5.2(1).

3. Documentation of the actual values used in the soft-
ware calculations for the proposed design.

405.5 Calculation procedure.

405.5.1 General. Except as specified by this section, the

standard reference design and proposed design shall be
configured and analyzed using identical methods and tech-
niques.

405.5.2 Residence specifications. The stardard reference
design and proposed design shall be configured and ana-
lyzed as specified by Table 405.5.2(1). Table 405.5.2(1)
shall include by reference all notes contained in Table
402.1.1.

405.6 Calculation software tools.

405.6.1 Minimum capabilities. Calcuiation procedures
used to comply with this section shall be software tools
capable of calculating the annual energy consumption of all
building elements that differ between the srandard refer-
ence design and the proposed design and shall include the
following capabilities:
1. Computer generation of the standard reference
design using only the input for the proposed design.
The calculation procedure shall not allow the user to
directly modify the building component characteris-
tics of the standard reference design.

2. Calcuiation of whole-building (as a single zorne)
sizing
for the heating and cooling equipment in the standard

reference design residence in accordance with Section
M1401.3 of the International Residential Code.

3. Calculations that account for the effects of indoor and
outdoor temperatures and part-load ratios on the per-
formance of heating, ventilating and air-conditioning
equipment based on climate and equipment sizing.

4. Printed code official inspection checklist listing each
of the proposed design component characteristics
from Table 405.5.2(1) determined by the analysis to
provide compliance, along with their respective per-
formance ratings (e.g., R-value, U-factor, SHGC,
HSPF, AFUE, SEER, FF, etc.).
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405.6.2 Specific approval. Performance analysis tools
meeting the applicable sections of Section 405 shall be per-
mitted to be approved. Tools are permitted to be approved
based on meeting a specified threshold for a jurisdiction.
The code official shall be permitted to approve taols for a
specified application or limited scope.

ues not specified by Sections 402, 403, 404 and 405, those

405.6.3 Input values. When calculations require input val- I
input values shall be taken from an approved source.
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TABLE 405.5.2(1)

SPECIFICATIONS FOR THE STANDARD REFERENCE AND PROPOSED DESIGNS

BUILBING COMPONENT STANDARD REFERENCE DESIGN PROPOSED DESIGN
Type: mass wall if proposed wall is mass; otherwise wood frame. As proposed
Gross area: same as proposed As proposed
Above-grade walls U-factor: from Table 402.1.3 As proposed
: Solar absorptance = 0.75 As proposed
Remittance = 0.90 As proposed
Type: same as proposed As proposed
Gross area: same as proposed Ny
B t and ¢rawl space walls As proposed
ascment and crawl space w U.factor: from Table 402.1.3, with insulation layer °" prop
. L. As proposed
interior side of walls.
Type: wood frame As proposed
Above-grade floors Gross area: same as proposed As proposed
{/factor; from Table 402,1.3 As proposed
Type: wood frame As proposed
Ceilings Gross area: same as proposed As proposed
U-factor: from Table 402.1.3 As proposed
Type: composition shingle on wood sheathing As proposed
Gross area: same as proposed As proposed
Roofs
Solar absorptance = 0.75 As proposed
Emittance = 0.90 As proposed
Attics Type: vented with aperture = 1 ft* per 300 ft° ceiling area As proposed
. Type: same as proposed foundation wall area above and below grade As proposed
Foundations . .
and soil characteristics: same as proposed. As proposed
Area: 40 ft® As proposed
Doors Orientation: North As proposed
[/-factor: same as fenestration from Table 402.1.3. As proposed
Total area® =
"(a) The proposed glazing area; where proposed glazing area is less As proposed
than 15% of the conditioned floor area.
{b) 15% of the conditioned floor area; where the proposed glazing .
area is 15% or more of the conditioned floor area. As proposed
Orientation: equally distributed to four cardinal compass
Glazinga orientations {N, E, § & W), lAs proposed As proposed Same
U-factor: from Table 402.1.3 s standard reference design
SHGC: From Table 402.1.1 except that for climates with no
requirement (NR) SHGC = 0.40 shall be used.
Interior shade fraction: As proposed
Summer (all hours when cooling is required) = 0.70
Winter (all hours when heating is required) = (.85°
External shading: none
Skylights Nong As proposed
Thermally isolated sunrooms None As proposed
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TABLE 405.5.2(1}—continued
SPECIFICATIONS FOR THE STANDARD REFERENCE AND PROPOSED DESIGNS

BUILDING COMPONENT STANDARD REFERENCE DESIGN PROPOQSED DESIGN

For residences that are not tested, the
same as the standard reference design.
For residences without mechanical
ventilation that are tested in
accordance with ASHRAE 119,
Section 5.1, the measured air exchange
rate® but not less than 0.35 ACH
For residences with mechanical
Specific leakage area (SLA)" = 0.00036 assuming no energy ventilation that are tested in
recovery . accordance with ASHRAE 119,
Section 5.1, the measured air
exchange rate® combined with the

mechanical ventilation rate, f which
shall not be less than 0.01 x CF4 + 7.5
x (Nb+1)

where:

CFA = conditioned floor area

Air exchange rate

Ner = number of bedrooms

Nene, except where mechanical ventilation is specified by the
proposed design, in which case:

: Annual vent fan energy use:

Mechanical ventilation kWh/yr = 0.03942 x CFA4 + 29.565 = (Np, +1) As proposed

where:

CFA = conditioned floor area

Ner = number of bedrooms

1Gain = 17,900 + 23.8 x CFA + 4104 % Ner
(Btu/day per dwelling unit)

Internal gains Same as standard reference design

Same as standard reference design, plus
any additional mass specifically
designed as a thermal storage
elementg 'but not integral to the
building envelope or structure

An internal mass for furniture and contents of 8 pounds per

Internal mass
square foot of floor area.

For masonry floor slabs, 80% of floor area covered by R-2 As proposed
carpet and pad, and 20% of floor directly exposed to room
air.
For masonry basement walls, as proposed, but with insulation
Structural ’
ructural mass required by Table 402.1.3 located on the interior side of the As proposed
walls
As propased

For other walls, for ceilings, floors, and interior walls, wood
frame construction

As proposed
Heating systemsg, h Capacity: sized in accordance with Section M1401 .3 of the As proposed
International Residential Code

As proposed
Cooling systemsg, : Capacity: sized in accordance with Section M1401 .3 of the As proposed
International Residential Code

Service water As proposed As proposed
heatingg, 1,3, & . 1Use: same as proposed design gal/day = 30 + (10 x Ner)

A thermal distribution system efficiency (DSE) of (.38 shal} be
applied to both the heating and cooling system efficiencies
for all systems other than tested duct systems, Duct As tested or as specified in Table
insulation: From Section 403.2.1. For tested duct systems, the {405.5.2(2) if not tested
leakage rate shall be the applicable maximum rate from
Section 403.2.2.

Thermal distribution systems

Thermostat E%%ﬁnl\g/[%gr%aplércﬁ%lrlg %etteplg ot E—l——tuﬁ-ﬁetp ot = 75.F; Same as standard reference

(continued)
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TABLE 405.5.2(1)—continued
Far $I: 1 square foot = 0,93 m?; 1 British thermal unit = 1055 J; | pound per square foot = 4.88 ke/m?; 1 gallon (U.8.) = 3.785 L; °C = (*F-3)/1.8,
1 degree = 0.79 rad.

a. Glazing shall be defined as sunlight-transmitting fenesiration, including the area of sash, curbing or other framing elements, that enclose conditioned space.
Glazing includes the area of sunlight-transmittingfenestration assemblies in walls bounding conditioned basements. Fordoors where the sunlight-transmitting
opening is less than 50 percent of the door area, the glazing area is the sunlight transmitling opening area. For all other doors, the glazing area is the rough
frame opening area for the door including the door and the frame.

b. For residences with conditioned basements, R-2 and R-4 residences and townhouses, the following formula shalt be used to determine glazing area:

AF = A, x FAx F
where:

AF = Total glazing area.

As = Standard reference design total glazing area.

FA = (Above-grade thermal boundary gross wall area)/(above-grade boundary wall area + 0.5 x below-grade boundary wall area).

F = (Above-grade thermal boundary wall area)/(above-grade thermal boundary wall area + common wall area) or 0.56, whichever is greater.
and where:

Thermal boundary wall is any wall that separates conditioned space from unconditioned space or ambient conditions.
Above-grade thermal boundary wall is any thermal boundary wall compenent not in contact with soil.

Below-grade boundary wall is any thermal boundary wall in soil contact.
Common wall area is the area of walls shared with an adjoining dwelling unit.

¢. For fenestrations facing within 13 degrees {0.26 rad) of true south that are directly coupled to thermal storage mass, the winter interior shade fraction shall be per-
mitted to be increased 1o 0.95 in the proposed design.
d. Where leakage area (L) is defined in accordance with Section 5.1 of ASHRAE 119 and where:

SLA=L/ICFA

where Land CFA are in the same uenits.
¢. Tested envelope leakage shall be determined and documented by an independent party approved by the code official. Hourly calculations as specified in the
20 )

ASHRAE Hanrdbook ofFundamentals, Chapter 26, page 26,21, Equation 40 (Sherman-Grimsrud model) or the equivalent shall be used to determine the energy
loads resulting from infiltration.
£ The combined air exchange rate for infiltration and mechanical ventilation shall be determined in accordance with Equation 43 of 2001 ASHRAE Handbook of
Fundamentals, page 26.24 and the “Whole-house Ventilation” provisions of 2001 ASHRAE HandbookofFundamentals, page 26.19 for intermittent mechanical

ventilation.

. Thermal storage element shall mean acomponent not part of the {floors, walls or ceilings that is part of apassive solar systemn, and that provides thermal storage such as
enclosed water columns, rock beds, or phase-change containers. A thenmal storage element must be in the same room as fenestration that faces within 15 degrees
(0.26 rad) of true south, or must be connected to such a room with pipes or ducts that allow the element to be actively charged.

h. For aproposed design with multiple heating, cooling orwater heating systems using different fuel types, the applicable standard reference design system
capacities and fuel types shall be weightedinaccordancewith their respective loads as calculated by accepted engineering practice for each equipment and fuel
type present. )

. For a proposed design without a proposed heating system, a heating system with the prevailing federal minimum efficiency shall be assumed for both the standard
reference design and proposed design. For electric heating systems, the prevailing federal minimum efficiency air-source heat pump shall be used for the standard
reference design.

j. For a proposed design home without a proposed cocling system, an electric air cenditioner with the prevailing federal minimum efficiency shall be assumed for

both the standard reference design and the proposed design.

k. For a proposed design with a nonstorage-type water heater, a 40-gallon storage-type water heater with the prevailing federal minimum energy factor for the
same fuel as the predominantheating fuel type shall be assumed. For the case of  proposed design without a proposed water heater, a 40-gallon storage-type water
heater. with the prevailing federal minimum efficiency for the same fuel as the predominant heating fuel type shall be assumed for both the propesed design and
standard reference design. :

TABLE 405.5.2(2)
DEFAULT DISTRIBUTION SYSTEM EFFICIENCIES FOR PROPOSED DESIGNS®
DISTRIBUTION SYSTEM CONFIGURATION AND CONDITION: FORGED AIR SYSTEMS HYDRONIC SYSTEMS®
| Distribution systern components located in unconditioned space — 0.95
Untested distribution systerns entirely located in conditioned space” 0.88 1
“Ductless™ systemsd 1 —

For 81: | cubic foot per minute = 0.47 L/s; 1 square foot = 0.093m?; 1 pound per square inch = 6895 Pa; 1 inch water gauge = 1250 Pa.
a. Default values given by this table are for untested distribution systems, which must still meet minimum requirements for duct system insulation.
b. Hydronic systems shatl mean those systems that distribute heating and coaling energy directly to individual spaces using liquids pumped through closed loop
piping and that do not deperd on ducted, forced airflow to maintain space temperatures.
c. Entire system in conditioned space shall mean that no component of the distribution system, including the air handler unit, is located cutside of the conditioned
space.
d. Ductless systems shall be allowed to have forced airflow across a coif but shall not have any ducted airflow external to the manufacturer’s air handlerenclosure.

32 2000 INTERNATIONAL ENERGY CONSERVATION CODE®




